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Cross reference overview for UV sensors and amplifiers used in gas turbine applications

UV Sensor Cross Reference

Description Replacement Product type

LG1093AA01 (0.25 m cable) LG1093AA24/U  

LG1093AA02 (0.9 m cable) LG1093AA24/U  

LG1093AA03 (1.5 m cable) LG1093AA24/U  

LG1093AA04 (4.5 m cable) LG1093AA24/U  

LG1093AA05 (12.7 m cable) LG1093AA26/U  

LG1093AA06 (10 m cable) LG1093AA26/U  

GE 261A1812P3 LG1093AA24/U  

GE 261A1812P6 LG1093AA24/U  

GE 261A1812P8 LG1093AA24/U  

GE 261A1812P9 LG1093AA24/U  

GE 261A1812P10 LG1093AA24/U  

GE 261A1812P12 LG1093AA24/U  

GE 261A1812P13 LG1093AA26/U   

GE 261A1812P14 LG1093AA36/U  

GE 261A1812P15 LG1093AA46/U  

GE 314A5030P1 LG1093AC01/U  

ITS 967X7179M372 LG1093AA44/U  

ITS 967X7179M379 LG1093AA46/U  

GE L28490P5 LG1093AC05/U  

GE LG28490P1 LG1093AC01/U  

Amplifier Module Cross Reference

Description Replacement Product type

GE 261A1812P2 EG1033AA01/U  

GE 277A2189P2 EG1033AB01/U  

GE 277A2189P8 EG1033AB02/U  

IMPORTANT NOTE: 

GE/NP UV sensors used on DLE turbines cannot be replaced by Honeywell LG1093.
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