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IP55 IS adapter
Salwico NS-ADAPT-IS

Part no. N1422

System: All Salwico fire alarm systems

Description
The NS-ADAPT-IS is an IS (intrinsically safe) adapter for the
base NS-2IP55 (part no. 46900) or 2IP55 (part no. 46950).
Only IS detectors can be connected to this adapter.
The adapter can be used for both addressable and
conventional fire alarm systems.
The NS-ADAPT-IS has an IS-label on the side.
NB! The classification society might have additional installa-
tion requirements than what is mentioned in this data sheet.

Data
Cable terminals 2.5 mm2

Ingress protection IP55 (mounted on the base
NS-2IP55 or 2IP55)

Colour White
Weight ~105 g
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Dimensions (mm)

6

N
S

-A
D

A
P

T
-IS

2/3
6
2/3
1
2/3
5



Specifications may be subject to change for improvement without prior notice

ÇConsilium
Consilium Marine AB
P.O. Box 8763, SE-402 76 Göteborg, Sweden
Phone +46 31 710 77 00 Fax +46 31 710 78 00
www.consilium.se

Connection

Data sheet no: N1422.03.2.E
Page 2:2

6(-)
2(+)

1(-)

5(-)

Hazardous areaSafe area

NS-ISOLATOR

11(+)
12(-)

1(+)
2(-)

2(+)

2 mA remote 
output

6(-)
1(-)

5(-)

NS-ADAPT-IS

33 kΩ

1(+)
2(-)

4(-)
3(+)

Loop in

Loop out

6(-)
5(+)

1(+)
2(-)

4(-)
3(+)

5(+)
6(-)

24 VDC

1(+)
2(-)

8(+)
7(-)

NS-ADAPT-IS Last unitZBK-1ES-2KAE-2K/I

1(-)
2(+)

4(+)
3(-)

5(-)
6(+)

24 VDC

NS-ADAPT-IS Last unitISIF-2

Section 1

Section 2

d

a

c
b

Section 2

NSAC-1

CS3000, CS3004

C300, C303, C308, C316

1(+)
2(-)

8(+)
7(-)

ZBK-1

12(-)
11(+)

NS-ISOLATOR

Fire alarm section
2(-)
1(+)

NS-ADAPT-IS

Section 1

1(+)
2(-)

4(-)
3(+)

Loop in

Loop out

8(-)
7(+)

2(+) 2(+)

2 mA remote 
output

6(-)
2(+) 2(+)

6(-)

2 mA remote 
output

2(+)
5(-)

1(-)

2 mA remote 
output

2(+)
5(-)

1(-)
10 kΩ

6(-)
2(+) 2(+)

6(-)

2 mA remote 
output

2(+)
5(-)

1(-)

2 mA remote 
output

2(+)
5(-)

1(-)
10 kΩ

1(-)

5(-)
2(+)

2 mA remote 
output

2(+)
6(-)

1(-)

5(-)
2(+)

2 mA remote 
output

6(-)
2(+)

2.7 kΩ

Last unit

Last unitNS-AIN1/ID2


