
MODULES FOR HOT-MELT ADHESIVES 

AMX-45 SERIES 
 

 

AMX-45 Series modules are the first and only modules in the world to use double interchangeable gasket cartridges. Compatible with 

systems designed for our previous modules, New Life and Long Life Series, these high-precision components can sustain high work speeds 

(up to 6500 strokes per minute). Their small size and easy maintenance contribute to ensuring cost-effective, reliable service over a long 

period of time. Customers can choose from a wide range of nozzles, also in special configurations and materials, to find the best solution for 

any gluing problem. PREO uses innovative aerospace and aviation technology to make the most revolutionary components on the global 
market today.  
 MICRO-REGULATION SYSTEM 

The precise needle micro-regulation system guarantees perfect micro-dot 
distribution, even at very high speeds. 

 

NEEDLE 
The hard metal titanium-coated needle guarantees reliability, 

precision, top performance and a practically unlimited lifetime.  

 

DOUBLE GASKET CARTRIDGES 
An innovative double interchangeable gasket cartridge system 

is specifically developed to guarantee a perfect seal at high 

pressures and temperatures. Also ensures simple, cost-
effective maintenance and long product lifecycle. Cartridges 

can be easily unscrewed and replaced with new 

preassembled cartridges. Modules always work properly, 

without compromising reliability, quality or precision.  

 

ZERO-CAVITY SYSTEM NOZZLE 
Modules come with Zero-Cavity nozzles. The Zero-Cavity 
closure system is an innovative self-cleaning system: the 

needle fits directly into the nozzle hole and breaks up any 

residues. Therefore, nozzles are always clean, and the whole 

system always works smoothly.  

 

 

MODULE 
Brass module casing improves thermal conduction and 
mechanical stress resistance. The non-stick hard oxidation 

treatment on the external surface expedites and simplifies 

maintenance procedures, and reinforces the module. 
Customers can choose from a complete range of models to 

find the right module for a specific application.  

AMX-45 LL Series (interchangeable with the LONG LIFE 

Series): applications requiring work speeds of up to 4,000 

strokes per minute.  

CH Series: continuous coating applications with maximum 

light of 30 mm. 

HIGH FLOW series: recommended for applying large 

quantities of adhesive in a short amount of time.  

SPRAY and SPYRO Series: for large surfaces requiring a low 

glue weight. Spray version: constant nebulization of the glue. 

Spyro Series: applies a line of glue in a spiral pattern. Both 

use interchangeable gasket cartridges. 

   

NOZZLES 
A wide range of nozzles are available in different 

configurations and special models, depending on the 

customer’s specific needs. Nozzles can be designed in an 

array of sizes, and manufactured in several different materials. 



NOZZLES FOR HOT-MELT ADHESIVES 

KV-LV-XLV-MVN-NDS-SP-X SERIES  
 

 

PREO S.r.l. 
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www.preo.it  
 

 

 

KV - LV SERIES NOZZLES 
Stainless steel nozzles mounted as a standard feature on standard modules. 

mm. The Zero-Cavity closure system is an innovative self-cleaning system: the 
needle fits directly into the nozzle hole and breaks up any residues. Therefore, 

nozzles are always clean, and the whole system always works smoothly.  

XLV SERIES NOZZLES  

-to-

reach places, or in narrow or deep spaces. Construction material: special 

aerospace alloy with thermal conduction properties eight times higher than a 

normal bronze alloy (nozzle maintains constant temperature along its entire 
length). A Zero-Cavity mini-nozzle, available in different diameters, is screwed to 

the adapter. 

NDS - NDS90° SERIES NOZZLES 
Construction material: aerospace alloy with increased thermal conduction 

properties and higher tensile strength than steel. No insert ensures a very precise 

flow of adhesive - even at minimum pressures. As a result, strings and smudging 

are no longer a problem. Non-stick external coating with the same surface 
 

MVN SERIES NOZZLES 
- -3-4 way 

brass nozzles with different angles. Usually, they are used where it is impossible to 

use guns with several modules, or where several glue lines must be applied in 
narrow areas.  

SP - SPRAY - SPYRO SERIES NOZZLES
Two versions are available: the Spray series provides constant glue nebulization; 

the Spyro series is used to apply a thin strip of adhesive in a spiral pattern. This 

broad range of nozzles comes in various diameters with different shaped caps for 

all types of uses.  

X - SPECIAL SERIES NOZZLES 
Special Series nozzles have innovative technical specifications. Construction 
materials provide very high resistance to wear and breakage, and thermal 

conductivity level higher than traditional grades of steel. Rapid heat transmission - 

at least eight times higher than normal - is the advantage to this type of material. 

Design: enhanced reliability, even for multi-way nozzles. Distribution specs are 
similar to Zero-Cavity nozzle specs. 

© Copyright PREO SRL - All rights reserved - Subject to change without advanced notice - Printed in Italy - Edition EN-400 AMX-45 MODULES -
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ITA <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


